
·采用全数字化电压电流双闭环控制﹐先进的SPWM技术﹐输出纯正弦波。

· 。1具有分段式充放电功能

·2防逆流并网功能(光伏市电混合供电）。

·3拥有绝缘阻抗及漏电流检测功能。

·10支持铅酸电池、锂电池接入。

·5自带锂电池双激活功能，市电/光伏任一电源接入即可触发。

·8拥有市电旁路、逆变输出两种输出方式，具备不间断供电功能。

·7拥有4种充电模式可选∶仅太阳能、市电优先、太阳能优先、混合充电。

·先进的MPPT技术﹐效率高达99.9%。

·LCD液晶屏设计、3个LED指示灯，动态显示系统数据及运行状态。

· 。11ON/OFF开关控制逆变交流输出

· 。6具有节能模式功能﹐降低空载损耗

·采用智能可调速风扇，高效散热，延长系统寿命。

· 。9拥有多项保护功能，360°全方位防护

·具有完备的短路保护﹐过欠压保护，过载保护，反灌保护等。

·4支持无电池工况使用。

·Adopting full-digital double closed loop control, combined with advanced SPWM 

technology and pure sine wave output

·1It has the function of segmented charging and discharging。

·2Backflow prevention and grid connection function。

·3Insulation resistance and leakage current detection function。

·4Lead-acid battery and lithium battery supportable�

·5Lithium battery activation function, which can be triggered by any 

 power supply of mains or PV.

·8Two output modes: mains bypass and inverter output, with UPS function.

.7Four charging modes: PV Only, Mains Priority, PV Priority and PV&Mains hybrid charging.

·Advanced MPPT technology with efficiency of 99.9％

·LCD screen and three LED indicator lights can clearly indicate the status and data.

·11ON/OFF switch controls the inverter AC output.

·6Power saving mode, reduce no-load loss.

·Intelligent and variable-speed fan, efficiently dissipate heat and extend system life.

· ,9Multi-protection functions including short and overload circuit protection

·under-voltage and over-voltage protection and reverse polarity protection.

·4Working without battery

SEI-5.5K-S(PV：500V；AC：220/230V)

Solar Hybrid Inverter
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·It has the function of segmented charging and discharging.

·Backflow prevention and grid connection function.

·Insulation resistance and leakage current detection function.

·Working without battery under special conditions.

·Lithium battery activation function, which can be triggered by mains or PV.

·Power saving mode, reduce no-load loss.

.Four charging modes: PV Only, Mains Priority, PV Priority and PV&Mains hybrid charging.

·Two output modes: mains bypass and inverter output, with UPS function.

· °360 all-round protection.

.Allow lead-acid battery and lithium battery access.

·ON/OFF switch controls the inverter AC output.

·Adopting full-digital double closed loop control, combined with advanced SPWM.

technology and pure sine wave output.

·Advanced MPPT technology with efficiency of 99.9％.

·LCD screen and three LED indicator lights can clearly indicate the status and data.

·Intelligent and variable-speed fan, efficiently dissipate heat and extend system life.

·Multiple safety protection functions: short circuit protection, overload protection, 

reverse polarity protection and so on.
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Frequency

Mains Charging Efficiency

Switch Time (bypass and inverter)

50Hz/ 60Hz (Automatic Detection) 

>95% 

10ms(Typical Value) 

Maximum Bypass Overload Current 40A

AC Output Parameter

Output Voltage Waveform Pure Sine Wave

Rated Output Voltage (Vac) 230Vac (200/208/220/240Vac）

Rated Output Power (VA)

Rated Output Power(W)

Peak Power

On-load Motor Capacity 4HP

√

Output Frequency Range(Hz)

Maximum Efficiency

No-load Loss

50Hz土0.3Hz/60Hz±0.3Hz

>90%

Non Energy-saving Mode: ≤50W Energy-saving Mode：≤25W (Manual Setup）

√

Basic Parameters

Certificate

EMC Certification Level

Working Temperature Range

Storage Temperature Range

Humidity Range

CE(IEC 62109-1)

EN61000

-25°C ~ 55°C

-25°C ~ 60°C

0% to 100%

Size(L*W*D)

Weight (kg)

556mm*345mm*182mm

19.2

220/230Vac

Model

Battery Input Parameters

Battery Type

Rated Battery Input Voltage

SEI-5.5K-S Adjustable

√ Lead-acid Battery or Lithium Battery

48V ( Minimum Startup Voltage 44V)

Hybrid Charging Maxi

mum Charging Current
√100A

Battery Voltage Range √
40Vdc~60Vdc ± 0.6Vdc(Undervoltage Warning/Shutdown Voltage/Overvoltage 

Warning/Overvoltage Recovery...)

Solar Input Parameters

Maximum PV Open-circuit 

Voltage
500Vdc

PV Working Voltage Range

MPPT Voltage Range

120-500Vdc

120-450Vdc

Maximum PV Input Current

Maximum PV Input Power

Maximum PV Charging Current

22A

√

Mains Input Parameters

Mains Maximum Charging 

Current

Rated Input Voltage

Input Voltage Range

60A 

UPS Mains Mode：(170Vac~280Vac)土2% APL Generator Mode：(90Vac-280Vac)±2% 

√

√

5500（4780/4970/5260/5500）

11000VA

6000W

100A

5500（4780/4970/5260/5500）

Waterproof Grade IP65
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